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THIS WORK MUST BE FINISHED BY FRIDAY AT NOON WITH TRAFFIC

RETURNED TO THE EXISTING 2-LANE, ONE-WAY PATTERNS.
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TEMP. ASPHALT RAMP DOWN FOR REST
AREAS AND ONOFF RAMPS
(SEE CONSTRUCTION PLANS)
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— INSIDE LANE AND SHOULDER RESURFACING THROUGH BINDER LAYER
— INTERIM  PAVEMENT MARKINGS
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DETAIL 8

— OUTSIDE LANE AND SHOULDER RESURFACING THROUGH BINDER LAYER

— INTERIM  PAVEMENT MARKINGS
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% PLACE 6” REMOVABLE TAPE ON THE
LAST 280 FEET OF EACH SECTION
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— OUTSIDE LANE PAVING: FIRST LAYER OF SURFACE COURSE
— INTERIM  PAVEMENT MARKING
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% PLACE 6” REMOVABLE TAPE ON THE
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DETAIL 10

— INSIDE LANE PAVING: FIRST LAYER OF SURFACE COURSE
— INTERIM  PAVEMENT MARKING
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DETAIL 11

— WEEKEND PATTERN

% PLACE 6” REMOVABLE TAPE ON THE
LAST 280 FEET OF EACH SECTION
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